Comments on §11-601-Required position and method of turning
 Comments by the California Association of Bicycling Organizations

(a) The driver of a vehicle intending to turn shall do so as follows:

1. Right turns — Both the approach for a right turn and a right turn shall be made as close as practicable to the right-hand curb or edge of the roadway. Where there is a separate lane for bicycles at the right edge of the roadway, a driver making a right turn must merge into this bicycle lane before turning.

We support this change. It is important that motorists make their right turns from as close as practicable to the right edge of the roadway in all cases.
The addition is needed only because it is unclear whether bike lanes are part of the roadway; otherwise this is a straightforward application of the long-standing and invariable principle in the previous sentence. The new sentence should also cite § 11-604(a): "No person shall turn a vehicle or move right or left upon a roadway unless and until such movement can be made with reasonable safety nor without giving an appropriate signal." 
Comments by Eli Damon

· §11-601(a)3 - Change "opposite" to "both".
· §11-601(b) - I am concerned that this section could permit authorities to install traffic controls that are contrary to destination positioning.
Comments by John Fisher

Change the word in the blue text, "at" to "near", since bike lanes may be a few feet from the edge of the roadway, especially in urban areas where parking is allowed.

Comments by the League of American Bicyclists

The proposed revision is not necessary to support the Manual on Uniform Traffic Control Devices (MUTCD). The definition of bicycle lane in the MUTCD says that a bicycle lane is “a portion of a roadway that has been designated for preferential or exclusive use by bicyclists by pavement markings and, if used, signs.” Based upon this definition motorists are already required to make a right turn from the bicycle lane as it is part of the roadway. The proposed revision does not add any significant clarity to the current rule and may promote motorists driving in bicycles lanes prior to making a turn.

Proposed Alternative Language (changes are highlighted):

The driver of a vehicle intending to turn shall do so as follows:

Right turns - Both the approach for a right turn and a right turn shall be made as close as practicable to the right-hand curb or edge of the roadway. Where there is a separate lane for bicycles at the right edge of the roadway, a driver making a right turn must merge into this bicycle lane before turning. 
Comments by Justin Pryzby
I appreciate the intent of this change, however I think it can be improved.  I suggest: "Where it is necessary to cross a bicycle lane to make a turn, a driver shall merge into that lane at least 50 feet before turning.  While entering or driving in the bicycle lane, the driver shall yield the right of way to all bicycles within the lane." 

http://azbikelaw.org/contrib/ARS-fixes/ars-fixes.html#28-751
http://azbikelaw.org/contrib/ARS-fixes/ars-fixes.html#28-815
Comments by Mark Sauerwald
This may not be a relevant comment to what you are working on, but I am confused by section 11-601 which sets the required position for turning vehicles.
One type of crash that has resulted in several fatalities of bicyclists in urban centers is when a large truck is making a right turn.  Because of the size of the truck it is not possible for the vehicle to turn from the right hand lane, and so they routinely begin their turns in the left lane.   Cyclists not seeing this tend to be swept under the wheels of the truck.    A recent example is the crash that resulted in the death of Christopher Weigl who was killed by an 18 wheel tractor-trailer truck trying to make a right turn onto St Paul St, from Commonwealth Ave in Boston, but there are plenty of other examples that are easy to find.
Is there an exemption in the law which allows large vehicles to ignore this section of the law, or does the law need to be made more explicit so that it is not routinely ignored by the drivers of these large vehicles?
Comments by Virginia DOT

Virginia believes that the proposed addition to the UVC is an excellent idea in principle, but confusing as worded. The language should be modified to ensure that vehicle drivers do not misinterpret the requirement to merge into the bicycle lane, as a typical vehicle cannot fit into a typical bicycle lane, nor should vehicles travel within the bicycle lane for any significant distance prior to turning right. In addition, some bicycle lanes are separated from travel lanes by a painted buffer zone and/or devices such as plastic flex-tubes. In these cases, drivers may not be able to merge into the bicycle lane. Language requiring vehicle drivers to yield to bicycles when turning right may be more appropriate, as it is possible for right-turning vehicles to yield to bicycles without partially entering the bicycle lane. Such language could read: “Where there is a separate lane for bicycles at the right edge of the roadway, a driver making a right turn must merge into this bicycle lane yield to vehicles in the bicycle lane before turning.”

Comments by David Woosley

Not sure a motorist would understand this since a bicycle lane isn't wide enough for most cars, trucks, etc. Would it be better to require the driver of the vehicle to 'yield' to any bicycle in the bicycle lane?
